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[bookmark: _Hlk156904201]This document is made available on the following basis:
Purpose 
VicGrid has prepared this document to provide information about the expected power quality testing requirements during R2 testing for connections to the Victorian Declared Shared Network, as at the date of publication.
Disclaimer
[bookmark: _Hlk103342624]The information in this document is provided for explanatory purposes and may be subsequently updated or amended. This document does not constitute legal, business, engineering or technical advice, and should not be relied on as a substitute for obtaining detailed advice about the National Electricity Law, the National Electricity Rules, or any other applicable laws, procedures or policies. VicGrid has made reasonable efforts to ensure the quality of the information in this document but cannot guarantee its accuracy or completeness.
Accordingly, to the maximum extent permitted by law, VicGrid and its officers, employees and consultants involved in the preparation of this document:
make no representation or warranty, express or implied, as to the currency, accuracy, reliability or completeness of the information in this document; and
are not liable (whether by reason of negligence or otherwise) for any statements or representations in this document, or any omissions from it, or for any use or reliance on the information in it..
Copyright
© 2025 VicGrid. The material in this document is confidential and should not be disclosed without VicGrid’s permission.
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[bookmark: _Toc211581418]Introduction
This document has been prepared by VicGrid to guide power quality compliance testing when commissioning new generators connecting to the Victorian Declared Shared Network. If any clarification is required, please contact VicGrid at vic.connections@vicgrid.com.au.
The methodology in this guideline is intended to minimise discrepancies in plant harmonic emission calculations due to changes in network profile between the time power quality measurements are taken and the commencement of commissioning.
Table 1 summarises the types of testing required at each Hold Point (HP). Testing requirements can vary from this guideline and the specific requirements for each individual project must be discussed and confirmed with VicGrid.
[bookmark: _Toc211581430][bookmark: _bookmark1]Table 1: Power quality test requirements at each hold point (X means the test is required)
	Hold point
	1 week background measurement
	1 week monitoring network harmonics
	On/off test of harmonic contributions

	HP0
	X
	
	

	HP1 onwards (excluding Final HP)
	
	X
	If required based on network harmonics

	Final HP
	
	X
	X


[bookmark: _bookmark2][bookmark: _Toc211581419]Background measurements at HP0
The power quality meter must be installed and in service prior to the connection of the plant. As soon as the power quality meter is in service, it must be switched on and start recording. Please note that:
Prior to connecting the plant, the power quality meter should be installed, commissioned, and the data checked, to ensure that the meter is correctly configured.
Generating units must not be connected prior to the installation and commissioning of the power quality meter. Large reactive plant may also be subject to restrictions if the power quality meter has not been brought into service.
Generally the power quality meter will be required to record data for a minimum of one week immediately before the connection of plant at HP0.
All connection assets should be disconnected during the first period of background harmonic measurement. If this is not practical, please advise VicGrid. Further studies may be requested prior to energisation if not all assets can be disconnected.
[bookmark: _bookmark3][bookmark: _Toc211581420]Methodology for HP1 onwards
Harmonic voltages at the Point of Connection are to be monitored. If network harmonics approach the planning limit, then further action and testing is needed. It is preferred that at least one week of network measurements from the Connection Point are used for this assessment.
If harmonic levels at these Hold Points are not approaching planning limits, then the plant may only need to assess harmonic contributions at the final Hold Point.
However, if harmonic levels are found to be near or above planning limits, an on/off approach may need to be taken for the measurement of harmonic contribution. This involves the plant being disconnected from the grid for a short period of time to ensure that up to date background data is used for the compliance assessment. More details on this approach can be found under Methodology for the final Hold Point.
[bookmark: _bookmark4][bookmark: _Toc211581421]Methodology for the final Hold Point
The final Hold Point contains two different sets of measurements as part of testing; up to date background measurements, and final hold point harmonic voltages.
Both measurements are described in this section.
[bookmark: _bookmark5][bookmark: _Toc211581422]Background harmonics measurement at final Hold Point
For a period of time agreed with VicGrid (typically 24 hours), the plant should be disconnected from the Declared Shared Network (DSN) and the connection assets de-energised with the Power Quality meter remaining in service. Should the disconnection of all connection assets present an issue, please discuss with the VicGrid project team.
If disconnection of all connection assets is not feasible, some options may include:
Leaving limited connection assets connected to the DSN.
Utilising a different meter in the DSN (where a suitable meter is available).
All considerations for the switching of the connection assets should be discussed with the VicGrid project team.
Please note that:
If part of the connection assets remain in service during background harmonic measurements, harmonic modelling must be performed prior to measurement to demonstrate the harmonic amplification and emissions of this connected plant.
Background harmonics should be measured for one continuous period over an agreed time interval. Bidding
and availability should reflect the plant’s de-energisation.
Measurement of harmonic data with the generator in service should be conducted immediately after re- energising the plant.
[bookmark: _bookmark6][bookmark: _Toc211581423]Recording of final Hold Point harmonic voltages
After the generating system has been returned to service, record the harmonics at the Connection Point for a week of normal operation.
[bookmark: _bookmark7][bookmark: _Toc211581424]Assessment criteria
During the final hold point, harmonic performance would be assessed based on voltage distortion limits agreed under clause S5.2.5.2 of the Generator Performance Standards (GPS). However, for stages prior to the last hold point, point of connection harmonic voltages are to be monitored without the subtraction of background measurements.
For all harmonic voltage measurements, the values used for assessment should be 10-minute average measurements on each phase for each harmonic order.
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If the 95th percentile of network harmonics are found to be above 80% of planning levels at any Hold Point, then further testing/action may be required including:
Further measurement prior to moving to the next Hold Point.
Assessment of plant emission contributions at that Hold Point (that is, disconnecting the plant for a short period
of time to determine the plant’s contributions).
Investigation of network harmonic levels to determine whether there is another source of the high measurements.
Different switching arrangements can be agreed during commissioning (such as if a filter is not available during the first Hold Point), if VicGrid approves. In these cases:
Further studies may be required to accept these situations.
There may be added conditions during these initial arrangements.
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Harmonic contributions at the final hold point are calculated as the difference between the 95th percentile of the harmonic voltages with the plant in service, and the 95th percentile of the harmonic voltages while the plant is disconnected.
The difference should be calculated for each harmonic order using the harmonic exponents from Table 5 of AS/NZS 61000.3.6:2001.
If the final hold point is non-compliant with the GPS voltage distortion limits, further action is required which may include:
Registration of a non-compliance.
Further testing.
Disconnection of generating units or the generating system.
Other mitigation plans.
The specific actions taken if a non-compliance is identified will need to be discussed and agreed with VicGrid with regard to the site specific details of the issue identified.
[bookmark: _bookmark10][bookmark: _Toc211581427]Measurement of flicker and unbalance
Using the power quality measurement data collected at the final hold point, flicker and voltage unbalance must also be assessed to ensure compliance with the agreed performance standard.
[bookmark: _bookmark11][bookmark: _Toc211581428]Flicker
Flicker is to be quantified using two quantities, Pst (short-term) and Plt (long-term) which can be measured using a AS/NZS 61000.4.15:2005 compliant flicker meter. Plt is derived from 12 consecutive Pst values.
The 99th percentile per-phase values should be calculated from measurement data with the plant in service,
𝑃𝑠𝑡99𝐻𝑃 and 𝑃𝑙𝑡99𝐻𝑃, and without the plant in service, 𝑃𝑠𝑡99𝐵𝐺 and 𝑃𝑙𝑡99𝐵𝐺 . Flicker measured at the final hold point should be subtracted from background flicker for both Pst and Plt (for each phase) using the cubic summation law equations (3) and (4) in section 6 of AS/NZS 61000.3.7:2001. The subtraction is as follows:

𝑃	3	3	3
𝑠𝑡𝑒 = √(𝑃𝑠𝑡99𝐻𝑃  − 𝑃𝑠𝑡99𝐵𝐺

𝑃	3	3	3
𝑙𝑡𝑒 = √(𝑃𝑙𝑡99𝐻𝑃  − 𝑃𝑙𝑡99𝐵𝐺

The resultant 𝑃𝑙𝑡𝑒 and 𝑃𝑠𝑡𝑒 are metrics for per-phase flicker emission. Maximum Plte and Pste of the three phases shall be calculated and compared against the Pst and Plt allocations defined in the generator performance standard to ensure compliance.

[bookmark: _bookmark12][bookmark: _Toc211581429]Voltage unbalance
To determine voltage unbalance contribution of the connecting plant, utilise the power quality data collected at the final hold point. Consider the negative sequence voltage (as a percentage of nominal voltage) with the plant in service and subtract negative sequence voltage with the connecting plant out of service.
This calculation shall be performed for each data set on the maximum of the 1-minute average data, maximum of the 10-minute average data, and maximum of the 30-minute average data.
These calculated values shall be compared against the agreed performance standard to ensure compliance.
For connections applying in areas of existing high voltage unbalance, novel assessment methodologies may be considered. It is recommended to discuss the existing network voltage unbalance with VicGrid.
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